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§61.40-10

alarms, power sources, transfer over-
ride arrangements, interlocks, and
safety controls. Systems addressed
must include fire detection and extin-
guishing, flooding safety, propulsion,
maneuvering, electric power genera-
tion and distribution, and emergency
internal communications.

(b) Tests must be conducted at peri-
odic intervals specified by the Coast
Guard to confirm that vital systems
and safety features continue to operate
in a safe, reliable manner.

NOTE: Normally, these tests are conducted
annually.

§61.40-10 Test procedure details.

(a) Test procedure documents must
be in a step-by-step or checkoff list for-
mat. Each test instruction must speci-
fy equipment status, apparatus nec-
essary to perform the tests, safety pre-
cautions, safety control and alarm set-
points, the procedure to be followed,
and the expected test result.

(b) Test techniques must not simu-
late monitored system conditions by
mis-adjustment, artificial signals, im-
proper wiring, tampering, or revision of
the system unless the test would dam-
age equipment or endanger personnel.
In the latter case, the use of a syn-
thesized signal or condition applied to
the sensor is acceptable if test equip-
ment is maintained in good working
order and is periodically calibrated to
the satisfaction of the Officer in
Charge, Marine Inspection. Other test
techniques must be approved by the
Commanding Officer, Marine Safety
Center.

[CGD 80-064, 49 FR 32193, Aug. 13, 1984, as
amended by CGD 95-072, 60 FR 50463, Sept. 29,
1995; CGD 96-041, 61 FR 50728, Sept. 27, 1996;
USCG-2009-0702, 74 FR 49229, Sept. 25, 2009;
USCG-2012-0832, 77 FR 59778, Oct. 1, 2012;
USCG-2012-0208, 79 FR 48924, Aug. 18, 2014]

PART 62—VITAL SYSTEM
AUTOMATION

Subpart 62.01—General Provisions

Sec.

62.01-1 Purpose, preemptive effect.
62.01-3 Scope.

62.01-5 Applicability.
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Subpart 62.05—Reference Specifications

62.05-1 Incorporation by reference.

Subpart 62.10—Terms Used
62.10-1 Definitions.

Subpart 62.15—Equivalents

62.15-1 Conditions under which equivalents
may be used.

Subpart 62.20—Plan Submittal

62.20-1 Plans for approval.
62.20-3 Plans for information.
62.20-5 Self-certification.

Subpart 62.25—General Requirements for
All Automated Vital Systems

62.25-1 General.

62.25-5 All control systems.

62.25-10 Manual alternate control systems.

62.25-15 Safety control systems.

62.25-20 Instrumentation, alarms, and cen-
tralized stations.

62.25-25 Programmable systems and devices.

62.25-30 Environmental design standards.

Subpart 62.30—Reliability and Safety
Ciriteria, All Automated Vital Systems

62.30-1 Failsafe.
62.30-5 Independence.
62.30-10 Testing.

Subpart 62.35—Requirements for Specific
Types of Automated Vital Systems

62.35-1 General.

62.35-b6 Remote propulsion-control systems.

62.35-10 Flooding safety.

62.35-15 Fire safety.

62.35-20 Oil-fired main boilers.

62.35-35 Starting systems for internal-com-
bustion engines.

62.35-40 Fuel systems.

62.35-50 Tabulated monitoring and safety
control requirements for specific sys-
tems.

Subpart 62.50—Automated Self-propelled
Vessel Manning

62.50-1 General.

62.50-20 Additional requirements for mini-
mally attended machinery plants.

62.50-30 Additional requirements for peri-
odically unattended machinery plants.

AUTHORITY: 46 U.S.C. 3306, 3703, 8105; sec.
617, Pub. L. 111-281, 124 Stat. 2905; E.O. 12234,
45 FR 58801, 3 CFR, 1980 Comp., p. 277; De-
partment of Homeland Security Delegation
No. 0170.1.
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